
Remove the storage compartment on the
front of the motor cover and save the
screws.

Unscrew the duct from the back of the
storage compartment you just removed.
You will be trimming and reusing the duct.

Slip the duct into place temporarily.

Loosely mount the carpeted kick panel in
place and mark the exposed duct with a
pencil where it hangs below the kick panel.

Trim off the excess duct at the pencil
mark.

Slip the  shortened duct back into
place.

Install the carpeted kick panel and
tighten the bolts

Supplied in the kit are 2 cardboard templates
that are held in place as in the photo. Be sure
to rest the pattern against the forward edge
of the slide track, as shown in the red circle.

Put a couple of pieces of masking tape at the
approximate  locations shown in the photo.
There may be plastic trim panels that need to
be removed to expose the seat pedestal as
shown in the photo.

While holding the cardboard template
in place, mark the masking tape with a
pen through the hole in the template.
as shown.

Using a centerpunch or awl, dimple the metal
seat base at the pen marks you made using
the template.

Use a pilot drill and make holes at the
centerpunch dimples. Use a piece of
cardboard or rag to catch the metal chips
so cleanup will be easier.
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Next, drill out the pilot holes to 1/2”
diameter.

Mount the side plate to the passenger seat
pedestal with the supplied 1/2”
bolts,washers and nylock nuts. Note the
passenger side shown in the photo. The
notch goes toward the front.

Same procedure for the side plate on the
driver seat pedestal.

Install the crossbars onto the side plates
with the supplied 1/2” hardware

Set the seat assembly onto the crossbars
and mark the center of the oval holes.
Drill the marks with a 3/8” drill bit.

The crossbars are shown with the
3/8” holes drilled.

The seat belt brackets are shown bolted
through the floor. (The gray bracket
going across the photo is part of the
partition in this particular van).

The spacing of the seat belt bracket
bolts is about 12.5” on center. Make
sure that there are no obstructions or
critical wires or tubes under the floor
before drilling!

Mount the seat assembly onto the
crossbars and tighten the 3/8”
bolts,washers and nuts.

The completed installation is shown. Make sure to reinstall
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